54"

DIA. AT TOP

FLASH COLLAR OR
STOCK DESIGN BASE

WATERPROOF MASTIC
BY OTHERS

GRADE
(4) HARDWOOD WEDGES
BY OTHERS

3000 psi MN. MiX
CONCRETE BY OTHERS

PACKED DRY SAND
BY OTHERS

O

(4) WELDED STEEL
CENTERING WEDGES

120" x 20"x3/16" | uELDED
STEEL BASE B

120" x 10" x 3/16"| uELDED
STEEL SUPPORT B

3/4" DIA X 6T. LIGHTNNG

GROUND SPIKE WNUT
WELDED TO BASE B

NOTES-

PLATE CAN BE INCREASED.

DOES NOT SHIFT WHEN POURING CONCRETE
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DIA. AT BOTTOM
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| [[B'-4" | DEPTH OF EXCAVATION

THIS FOUNDATION DETAIL 15 A RECOMMENDATION ONLY AND |5 BASED ON GOOD, FIRM, DRY SOIL. ACTUAL
FOUNDATION DESIGN 15 THE RESPONSIBILTY OF THE PROJECT ENGINEER.  IF ADDITIONAL FOUNDATION DEPTH
15 REQUIRED, THE SPIKE CAN BE LENGTHENED AND THE DISTANCE BETWEEN THE BASEFLATE AND SUPPORT

CARE MUST BE EXERCISED IN SETTING TUBE FLUMB ¢ LEVEL IN FORMS AND IT MUST BE SECURED SO IT

STANDARD FOUNDATION ARRANGEMENT

LINGO Order Date; PROJECT:

LOCATION:

ACME/LINGO

CustOrder SCALE:

NTS SUBJECT: 50' x 12" flagpole foundation

FLAGPOLES

CUSTOMER:

DwgNo
CAD Svc.File No.:
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